
MORE SERVICES

Ultrasonic Pipe/Tank Wall Thickness Testing 
	 Corrosion	 is	 a	 problem	 in	 closed-loop	 pipeline	 systems	
for	chiller	and	cooling	water	lines.	With	all	the	tuberculation	
in	water	 systems,	a	section	of	pipe	can	erode	and	weaken	
causing	a	pipe	break.	Pro	Tapping	can	check	the	wall	thickness	
of	a	pipe	to	determine	if	a	pipe	failure	is	imminent.

Copper Shut-Off Tool/Pipe Crimping
	 This	service	has	proven	to	be	invaluable	as	an	“Emergency	
Shut-Off”	-	saving	 you	 time	 and	 money.	 It	 allows	 you	 to	
effectively	shut-off,	hold	and	restore	flow	quickly	and	easily	
on	copper	lines	up	to	2″.

Valve Insertions for Copper
	 Insert	 a	 valve	 into	 your	 smaller	 copper	 lines	 without	
interrupting	flow	or	service!	We	can	now	 insert	a	ball	valve	
directly	 into	½″	 to	 2″	 types	 L,	 K	 and	M	 copper	 pipe,	while	
the	 existing	 pipeline	 is	 under	 pressure.	 Valve	 insertions	
for	 copper	 pipe	 can	 only	 be	 used	 on	 pipelines	 containing	
hot	water	 (up	 to	180°),	 cold	water	or	glycol	 systems	up	 to		
200	PSI	and	air	lines	up	to	125	PSI.	

Concrete Wall Wet Taps
	 Did	you	know	that	you	can	put	a	wet	tap	into	a	concrete	
wall	when	you	have	water	or	sewer	on	the	other	side?	Yes,	it	
can	be	done!	Just	give	Pro	Tapping	a	call	when	you	need	a	new	
connection	onto	a	concrete	containment	wall,	tank	or	dam.

Cutter, Pilot and Tapping Machine Repair and 
Service
	 Pro	 Tapping	 provides	 reconditioning	 and	 sharpening	
services	of	cutters	and	pilot	drills.	We	also	repair	and	service	
Hot	Tapping,	Wet	Tapping	and	Line	Stopping	machines.

Specialty Valves and 
Fittings
	 Pro	 Tapping	 designs	 and	
manufactures	 custom	 fittings	
for	 Hot	 Taps,	 Wet	 Taps	 and	
Line	 Stops,	 as	 shown	 in	 the	
photo	 at	 left.	 This	 one-of-a-kind		
fitting	 has	 three	 outlets,	
two	 were	 used	 for	 branch	
connections	 and	 the	 third	 to	
fix	 an	 existing	 corporation	 that	
was	 leaking.	 Imagine	 what		
Pro	Tapping	can	do	for	you!

EMERgEnCy SERVICE AVAIlAblE
24	Hours	A	Day				7	Days	A	Week

(856) 983-5442
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PIPE FREEZES
	 Pipe	Freezes,	also	known	as	Freeze	Seals,	are	
a	 very	 cool	way	 to	 temporarily	 freeze	 a	 section	
of	 your	 piping	 system.	 	 Freezing	 the	 line	 is	 a	
non-invasive	 and	 non-contaminating	 pipeline	
process	 that	 does	 not	 come	 in	 contact	 with	
your	 line	 content	 during	 the	 procedure.	 	 Most	
industrial	and	commercial	applications	 involving	
valve	 replacements,	 system	 maintenance	 and	
modifications	 can	 benefit	 from	 the	 use	 of	 Pipe	
Freezes.	 	The	ability	 to	make	 repairs,	alterations	
or	 relocations	without	 a	 complete	 shutdown	or	
costly	drain	down	make	Pipe	Freezes	a	quick	and	
cost	effective	application.	
	 Pipe	 Freezes	 are	 performed	 by	 isolating	 the	
pipeline	with	a	pipe	 freeze	 jacket	 that	 is	bolted	
onto	the	line	to	be	frozen.		Liquid	nitrogen	is	then	
released	 into	 the	 pipe	 freeze	 jacket,	 allowing	 a	
solid	ice	plug	to	form.		Our	Pipe	Freeze	technicians	
safely	maintain	and	monitor	this	ice	plug	which	is		
held	in	the	line	by	feeding	liquid	nitrogen	into	the	
freeze	jacket	while	the	necessary	repairs	are	being	
performed.	 	Once	 the	 repairs	 are	 complete	 and	
the	ice	plug	thaws,	your	line	is	back	in	operation.		
This	process	allows	a	minimum	of	drain	down	or	
refill,	no	loss	of	expensive	process	fluids	and,	best	
of	all,	no	system	shut	down.
	 Products	 that	 can	 easily	 accommodate	 Pipe	
Freezes	 include	 water,	 treated	 water,	 sewage,	
brine,	 oils,	 petroleum	 products,	 glycols,	 heavier	
hydrocarbons,	 chemicals	 and	 slurries	 with		
temperatures	up	to	180°	and	even	natural	gas.	This	
service	can	be	performed	on	a	variety	of	pipeline	
materials	 including	 carbon	 and	 stainless	 steel,	
transite	 (ACP),	 cast	 and	 ductile	 iron,	 aluminum,	
copper,	lead,	titanium	and	coated	or	lined	pipe	on	
sizes	 ranging	 from	½″	 to	30″.	These	 lines	can	be	
vertical,		horizontal,	inclined	and	out-of-round.

lInE STOPS
	 Line	Stops	are	a	way	of	stopping	flow	and	providing	a	
temporary	 shutoff.	 Line	Stops	are	used	 to	 isolate	piping	
systems	or	sections	 for	 repairs,	alterations	or	 relocations	
without	 shutting	 the	 entire	 system	 down.	 This	 process	
serves	 as	 a	 control,	 or	 temporary	 shutoff,	 that	 can	 be	
removed	after	all	modifications	have	been	completed.	 In	
many	cases	the	fitting	left	in	place	during	the	service	can	
be	used	again	for	a	re-stop.
	 Pro	Tapping	performs	Line	Stops	from	¾″	to	36″	on	lines	
with	a	working	pressure	up	to	1,000	PSI	and	up	to	400°	F.	
Line	 Stops	 are	 generally	 performed	 on	 carbon,	 stainless	
and	galvanized	 steel,	 copper	and	brass,	 cast	and	ductile	
iron,	 transite	 (ACP),	 polyvinyl	 chloride,	 concrete	 cylinder	
pipe	 and	 additional	 pipeline	 materials	 per	 customer	
request.	Pro	Tapping	recently	completed	a	Line	Stop	on	a	
30″	carbon	steel	flare	line	for	Sunoco	and	a	2″	carbon	steel	
steam	line	with	125	PSI	at	341°	for	ConocoPhillips.	We	can	
handle	any	type	of	Line	Stop	for	you!
	 Did	you	know	that	Pro	Tapping	offers	bolt-on	fittings	for	
line	stops	if	you	cannot	weld?	If	you	have	more	questions	
pertaining	to	this	application,	please	call	for	more	details.

line Stops with Optional by-Pass Tapping
	 This	service	may	be	required	if	product	flow	must	be	
continuous	while	 the	Line	Stop	 is	 in	place.	The	product	
flow	 can	 be	 continued	 around	 the	 isolated	 section	 of	
pipe	to	be	modified.	This	optional	By-Pass	Tapping	can	be	
provided	permanently	or	temporarily.	Please	speak	with	a	
Pro	Tapping	representative	for	further	details.

VAlVE InSERTIOnS
	 The	EZ	Valve	Insertion	is	a	true	resilient	wedge,	
ductile	 iron	gate	valve.	 	The	EZ	Valve	 Insertion	 is	
currently	available	in	sizes	4″	to	24″.	The	EZ	Valve	
Insertion	 can	 be	 performed	 on	 cast	 and	 ductile	
iron,	 polyvinyl	 chloride	 (PVC)	 and	 transite	 (ACP)	
pipe,	with	installation	time	frames	in	under	three	
(3)	 hours	 total	 time	 –	 start	 to	 finish.	 	 Call	 our	
office	today	pertaining	to	this	application.		

WET TAPS
	 Wet	 Taps,	 or	 Corporation	 Taps,	 are	 different	
names	 for	 the	 same	 process.	 	 Most	 Wet	 Tap	
connections	are	 into	water	and	sewer	mains	and	
can	be	performed	while	your	system	remains	live	
and	under	working	pressure.	Wet	Taps	allow	for	a	
new	branch	connection	without	any	 interruption	
of	service	or	flow.	
	 Pro	Tapping	performs	Wet	Taps	from	4″	to	36″,	
360°	 around	 the	 main.	 Wet	 Taps	 are	 generally	
performed	 on	 cast	 and	 ductile	 iron,	 transite	
(ACP),	 polyvinyl	 chloride	 and	 concrete	 cylinder	
pipe,	as	well	as	many	older	pipeline	materials.

Corporation Wet Taps ¾″ to 2″

	 Corporation	 Wet	 Taps	 are	 performed	 on	
any	main	 size	with	 an	outlet	 of	 2″	 or	 less.	 	Most	
Corporation	 Taps	 are	 performed	 for	 residential	 or	
commercial	services.		For	your	convenience,	we	can	
also	provide	the	90°	(elbow)	off	the	corporation	as	
well	as	the	curb	stop	and	curb	box.



FREQUEnTly ASKED QUESTIOnS
What is the largest size tap that you can do on 
my 12″ carbon steel main?
We	can	tap	size	on	size	on	any	pipeline	material	except	
concrete	cylinder	pipe.

Can you tap a steam line or a natural gas line?
We	 can	 tap	 lines	 containing	 anything	 and	 everything	
except	oxygen.

My main is in a ceiling. Can you do a tap off the 
bottom of the pipe?
We	 can	 perform	 our	 services	 360°	 around	 the	
main	 provided	 the	 fittings	 are	 installed	 square	 and 
perpendicular	to	the	main.

What is the difference between a Pipe Freeze 
and a line Stop?
Both	 services	 accomplish	 the	 same	 end	 result	 by	
providing	 a	 temporary	 shutoff	which	 allows	 you,	 the	
customer,	 to	 make	 repairs,	 alterations	 or	 relocations	
without	shutting	the	entire	system	down.		Pipe	Freezes	
can	only	be	accomplished	if	there	is	no	flow	and	the	line	
is	full.		Should	you	have	flow	or	if	the	line	is	not	full	then	
a	line	stop	can	be	performed.

How does high pressure and flow affect a Pipe 
Freeze?
The	working	pressure	does	not	 affect	 the	 success	of	
a	pipe	freeze.	On	a	high	pressure	 line	equal	pressure	
must	 be	 applied	 on	 both	 sides	 of	 the	 ice	 plug	 once	
the	 customer’s	 work	 is	 completed.	 Flow	 (including	
movement,	turbulence	and	convection)	will	affect	the	
success	of	a	Pipe	Freeze.	 In	order	 for	a	 complete	 ice	
plug	to	form	there	must	be	no	flow	in	the	line.

Can you Pipe Freeze a line that has glycol in it? 
The	 ability	 to	 Pipe	 Freeze	 a	 line	 containing	 glycol	 is	
based	on	the	concentration	and	type	(ethylene/green	or	
propylene/pink).	Please	call	our	office	for	more	details.

What parts of the United States does Pro 
Tapping Service?
Pro	Tapping	services	the	entire	United	States	including	
Alaska	and	Hawaii.

1-2011

	 Pro	Tapping,	Inc.,	founded	by	Ross	Miller	
in	1983,	specializes	 in	working	on	 live	and	
pressurized	pipelines	without	 shutdown	of	
your	services	or	system.	You	can	insert	a	new	
valve,	 make	 a	 new	 branch	 connection	 or	
modify	your	piping	system	with	no	system	
downtime.	We	perform	these	services	while	
your	system	remains	live	and	under	working	
pressure	–	saving	you	time	and	money!	Pro	
Tapping	has	the	skill	and	knowledge	you	are	
looking	 for	 on	 pipelines	 containing	 brine,	
propane,	natural	gas,	syltherm,	H2S,	steam,	
water,	 sewer	 and	 many	 other	 pipe	 line	
contents.

	 When	faced	with	a	no	shutdown	piping	
situation,	let	Pro	Tapping’s	three	decades	of	
commitment	to	excellence	get	your	job	done	
right.	We	have	provided	our	knowledge	and	
expertise	 to	nuclear	 facilities,	underground	
and	mechanical	contractors,	municipalities,	
refineries	 and	 steel	 mills	 throughout	 the	
United	States.

	 Check	out	our	website	to	see	how	we	can	
save	you	money	or	call	our	office	today	for	
further	information.

A Commitment To Excellence
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HOT TAPS
	 Hot	Taps	or	pressure	taps	are	different	names	
for	 the	 same	 process.	 Hot	 Taps	 allow	 for	 a	 new	
branch	 connection	 without	 shutdown	 of	 your	
piping	system.	Hot	Taps	are	performed	while	your	
system	 remains	 live	 and	 under	working	 pressure	
without	any	 interruption	of	 flow	or	services.	Hot	
Tap	connections	can	be	performed	on	a	multitude	
of	line	contents,	such	as	hydrogen,	hot	and	chilled	
water,	 steam,	 syltherm,	 natural	 gas,	 brine	 and	
many	other	elements.
	 Pro	 Tapping	 performs	 Hot	 Taps	 from	 ¾″	 to	
36″,	360°	around	the	main.	Hot	Taps	are	generally	
performed	 on	 carbon,	 stainless	 and	 galvanized	
steel,	copper	and	brass,	fiberglass	and	specialized	
materials	 used	 in	 refineries	 and	 pharmaceutical	
facilities.	Pro	Tapping	has	tapped	a	hydrogen	line	
at	1,700	PSI,	150°;	a	20″	x	20″	steam	line	at	300	
PSI,	450°;	and	a	hydrogen	line	at	1,580	PSI,	350°	
with	a	wall	thickness	of	2½″.	
	 Remember,	 Hot	 Taps	 can	 be	 performed	 on	
angles,	elbows,	tanks,	vessels	and	much	more.	Call	
for	more	details.	

bolt-On Fittings for Hot Tapping
	 Pro	 Tapping	 offers	 a	 cost	 effective	 way	 to	
perform	a	Hot	Tap	when	welding	is	prohibited.	The	
perfect	 solution	 is	 a	Bolt-On	Hot	 Tap	 fitting	 that	
can	be	used	in	restricted	areas	of	office	buildings,	
computer	 rooms	 and	 hospitals	with	 installations	
on	 copper,	 brass	 and	 carbon	 steel	 pipes.	 Our	
experience	 with	 Bolt-On	 Hot	 Tap	 fittings	 ranges	
from	 complex	 refinery	 jobs	 to	 competitive	HVAC	
work.	 We	 can	 customize	 the	 Bolt-On	 Hot	 Tap	
application	to	fit	your	needs.

Hot Tapping for Probe and Flow Meter 
Installations
	 Expanding	 a	 control	 room?	 Monitoring	 a	 line?	
Perhaps	 you	 are	 planning	 to	 modify	 an	 existing	
piping	 system	 and	 you	 have	 questions	 concerning	
the	pipeline	 content.	 Pro	Tapping	provides	Hot	Taps	
that	give	you	the	ability	to	install	your	probe	and	flow	
meters	in	a	live	line!	The	installation	of	a	flow	meter	
in	your	line	allows	you	to	monitor	the	feet	per	second	
and	 the	 direction	 of	 the	 flow.	 A	 probe	 installation	
allows	you	to	monitor	the	temperature,	pressure	and	
percentage	of	a	specific	product	in	the	line.

Hot Tapping for Thermowell Installations
	 Thermowells	are	the	most	versatile	devices	used	
to	protect	your	probe	and	flow	meter	sensors	from	
damage.	In	addition,	a	defective	probe	or	flow	meter	
sensor	may	be	 removed	without	 shutting	down	or	
draining	 the	 entire	 system.	 Pro	 Tapping	 can	 install	
your	Thermowell	through	our	custom	designed	and	
built	Thermowell	fittings.	We	maintain	an	inventory	
of	 these	 high	 pressure	 Thermowell	 fittings	 in	 the	
most	common	sizes.	

620	Gravelly	Hollow	Road
Medford,	NJ	08055
(856) 983-5442
Fax	(856)	985-8621

www.protapping.com
info@protapping.com
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